
 
 

 

Dirdal 

 

 

Equipment 

 Drilling and blasting from 20-120,000 tonnes with water and dust management 

o 1 x 40 t excavator, 2x30 t wheel loader 1x50t wheel loader, 4x23t  trucks 

 Primary gyratory crusher with 500 t per hour capacity 

 Secondary plant with 1 production lines: 200 t per hour capacity 

o Final products:  0-16, 16-32  and offshore 

 Tertiary plant 

  Stocking space for 170,000t tonnes 

  2 ship loader with loading speed up to 1800 t per hour each 

 14 employees at your service 

 24/7 hours availability 

 

 

Technical  parameter (extract) 

Property Value Unit Category in general Test standard 

Petrographical description Gneis -   

Particle density 2,82 ± 0,02 Mg/m³ - EN 1097-6 

Crushed surfaces 100 % C100/0 EN 933-5 

Micro Deval 14 - MDE15 EN 1097-1 

Los Angeles 26 - LA30 EN 1097-2 

Impact Value 23  SZ26 EN 1097-2 

Freeze-Thaw resistance 0,3 M.-% F1 EN 1367-1 
 

 

 

 19 mio tonnes of reserves  (resource 16 Mt) 

 0,6 mio tonnes of annual production 

o Loading and hauling 15000 t per week  

 Production of  offshore-material 

 Up to 220mm 

o Bedding and covering pipelines 

o Prepare ground for other installations 

 

 

 


